


Power Supply

Physical Characteristics

RF Characteristics

Active RF Ports 2 or 4 Ports

Frequency Accuracy 1.1 ppm

Frequency Range Customized Bands from 400 MHz to 2.7 GHz

Frequency Step 100 KHz

Modulation Continuous Wave

Min. Output Power -10 dBm

Max. Output Power

15 dBm: 400 MHz – 1900 MHz

12 dBm: 1900.1 MHz – 2170 MHz

10 dBm: 2170.1 MHz – 2700 MHz

Power Accuracy +/- 1 dB

Off Transmit Power -100 dBm

Non-Harmonic Spurious - 40 dBc

RF Output 50 ohm SMA Female

Input Power 9 to 14 VDC

Charger 110/220V AC, 50/60 Hz 12V Car Charger 

Battery Operating Time
(continuous maximum output power) 

105 minutes

Battery Standby Time 450 minutes

External Dimensions* 7.5” L x 3.1” W x 1.7” H [191 mm L x 79 mm W x 43 mm H]

Weight 1.5 lb [0.7 kg] With Battery

Temperature Range -10°C to +40°C

Safety (CE) EN 61010 -1:2010

EMC EN 55011:2009+A1:2010

RoHS Compliant (6/6)

Standard Package Transmitter (internal battery), Charger, and Manual 

* Approximate size of CW Transmitter profile (L) and footprint (R). See specifications above for exact dimensions.
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