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OPTIPOP-R is a family of refillable cassette cleaners intended for use on the exposed ferrules of fiber optic connectors. The pre-washed 
micro-fiber cloth tape captures microscopic dust, particulate debris, oil and other contaminants to help ensure IEC 61300-3-35 and IPC 
end-face quality standards compliance. Constructed of tough ABS resin impregnated with an anti-static agent, the OPTIPOP-R cleaners 
are perfect for both inside and outside plant applications.

Features

 • Cleans the exposed ferrule end-faces of fiber optic connectors
 • More than 400 cleans per tape
 • Replaceable tape reels reduce the cost per clean
 • Dense weave white micro-fiber cleaning fabric eliminates electrostatic charge
 • One and two slot models for cleaning all popular single and multi-fiber connector types 

including MU and LC duplex, male and female MPO/MTP®

 • Trusted brand field-proven by technicians through years of service

Applications

 • FTTx drop cable installation and service restoration
 • Data center fiber trunk turn-up and maintenance
 • Pre-terminated cable production
 • Electro-optic test and calibration laboratories and clean rooms
 • Cable head-end and central office optical equipment upgrades 

OPTIPOP-R Cassette Cleaner Series

Ordering Information

Four OPTIPOP-R models are available:

 • OPTIPOP-R1 with one slot, for 1.25 mm and 2.5 mm ferrule connectors (SC, FC, ST, MU, 
LC, MT), MPO/MTP® without pins (female), and MT-RJ without pins (female)

 • OPTIPOP-R2 with two slots, for 1.25 mm and 2.5 mm ferrule connectors (SC, FC, ST), 
and simplex/duplex MU and LC 

 • OPTIPOP-R3 with one slot, for MPO/MTP connectors with pins (male)
 • OPTIPOP-R4 with one slot, for MT-RJ connectors with pins (male)

DESCRIPTION AFL NO.
OPTIPOP-R1, one slot, SC, FC, ST, MU, LC, MT, MPO/MTP no pins, MT-RJ no pins 8500-11-0050MZ

OPTIPOP-R2, two slots, SC, FC, ST, simplex and duplex MU and LC 8500-11-0051MZ

OPTIPOP-R3, one slot, for MPO/MTP with pins (male) 8500-11-0052MZ

OPTIPOP-R4, one slot, for MT-RJ with pins (male) 8500-11-0053MZ

OPTIPOP-RR, replacement reel (1 reel) 8500-11-0057MZ

OPTIPOP-RS, replacement reels (6 reels per set) 8500-11-0058MZ

Specifications

Size 124 x 83 x 35 mm (4.9 x 3.3 x 1.4 in)
Weight 150 g / 0.33 lb

International Sales and Service Contact Information

Available at www.AFLglobal.com/Test/Contacts


